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NeoPac R-9029 
 

  
NeoPac R-9029 is a self-crosslinking, water based 
aliphatic urethane hybrid, developed for fast curing 
1K wood floor finishes. It delivers excellent black 
heel mark and scuff resistance within 3 days 
without additional driers. 
 
NeoPac R-9029 has a light natural appearance 
with high gloss and excellent wood wetting. 
Evidence of air oxidation may be seen by darkening 
of the in-can color. Packaging in airtight plastic 
containers is strongly recommended to avoid 
discoloration.  

Key Benefits 
 

·  Excellent Durability and                                                                                                               
Chemical Resistance 

·   NMP & NPEO-free 
·   Light Natural Color 
·   Rapid Cure 
·   High Gloss 

 
 

 

 
Suggested Markets: Sports, Commercial & Home Flooring, High Performance Brushing 
Varnishes 
 

__________________________________________________________________ 
 
Typical Properties 
__________________________________________________________________ 
 
Appearance  Slight Amber Translucent Liquid 
Total solids, by weight, % 32 
Total solids, by volume, % 30 
pH   7.7 
Viscosity, Brookfield, 25°C, cps 100 
Weight per gallon, 25°C, as supplied, lbs 8.6 
Freeze/thaw stability Do Not Freeze 
Thermal stability, 52°C, one month Pass 
VOC, grams/liter 230 
Solvent Type – % Content: 
 Tripropylene glycol methyl ether 3.2 
 Dipropylene glycol n-butyl ether 3.2 
 Triethylamine 1.2 
 Dipropylene glycol monomethyl ether 1.1 
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Handling 

Dry / Recoat Time: 
At 70°F and 50% RH, a 2 mil wet film drawdown will through dry in approximately 2 hours. 
Since NeoPac R-9029 is an air oxidizing system, 3 - 4 hours is recommended between 
coats for quickest development of final film properties in a multi-coat application. NeoPac 
R-9029 can be recoated in less time, but the final film properties may take longer to 
develop. 
 
 

Formulating 
 
 Property   Gloss Satin  Satin  
    WB-4216 WB-42171 WB-4218 
 Solids  30% 28% 30% 
 Viscosity  60 cPs 160 cPs 105 cPs 
 VOC  257 g/L 252 g/L 274 g/L 
 Gloss @60°2  93 24 23 
 1NeoRez R-1009 
 23 mil WFT, black glass, air dried 
  
 

Additive Selection 
Solvents:  
 DPM, DPnB, TPM Lyondell Chemical 
 
Flow Agents 
 BYK 345, 346 BYK Chemie 

 
Defoamers 
Recommended: 
 BYK 028 BYK Chemie 
 
Not Recommended: 
 BYK 024, 094, 022 BYK Chemie 
    

Matting Agent 
 NeoRez R-1009 DSM NeoResins  
 TS 100 Degussa  
 
Drier catalyst (Optional) 
 Dapro DP 7007  Elementis Specialty 
 Additol VXW 4940  Cytec Industries 
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Resin Compatibility 
 
NeoPac R-9029 can be blended up to 20% (by weight on total resin) with NeoCryl XK-12, 
NeoCryl A-633 and NeoRez R-9637. These blends form clear, glossy coatings but alter the 
performance properties of the NeoPac R-9029. 
 

Blends of NeoPac R-9029 

% NeoPac R-9029 / % 
secondary resin 
(weight % on total) 

90/10 80/20 

NeoCryl XK-12 C C 

NeoCryl A-633 C C 

NeoRez R-9637 C C 

Key:  C – Clear   SH - Slight Haze   H - Haze 
 

Durability  
 
Household Chemical Resistance, BHMR, Scuff Resistance 
3 coats, maple, air dry 1 week @ ~72°F\50%RH 
 
 NeoPac R-9029 NeoRez R-9407 Comp. A 

Formulation 58N-29 58N-24 58N-20 

 Water 10 10 10 

 50% Ethanol 9 9 10 

 IPA (70%) 8 9 8 

 Fantastic 10 9 10 

 409 10 9 10 

 Windex 10 9 10 

 Mustard 9 9 5 

 Shoe Polish  10 10 2 

Rating 0-10   (10 = Best) 
BHMR / Scuff Resistance 5 / 5 5 / 5 5 / 5 

Rating 1-5   (5 = Best) 
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Raw Material Suppliers 
__________________________________________________________________ 
 
Material Supplier 
__________________________________________________________________ 
 
Additol VXW 4940 Cytec Industries 
      (800) 652-6013 
 
Dapro DP 7007 Elementis Specialty 
 (800) 866-6800 
 
BYK 345, 346 BYK Chemie 
BYK 024, 028, 094 (203) 265-2086  
 
DPM, TPM, DPnB Lyondell Chemical 
 (800) 321-7000 
 
NeoRez R-1009 DSM NeoResins 
 (800) 225-0947 
 
TS-100 Degussa 
 (800) 833-5222 
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FOR YOUR PROTECTION 
 

The information and recommendations in this publication are to the best of our knowledge, reliable.  However, neither DSM NeoResins Inc. or 
any of its affiliates assumes any liability whatsoever for the accuracy or completeness of the information.  Suggestions made concerning uses or 
applications are only suggestions and do not alleviate the user from their sole responsibility in consulting with their own health, safety, 
engineering, and other technical experts to review the facts of their particular circumstances and to perform the tests that should be conducted to 
determine the suitability of any DSM NeoResins Inc.  products, in any particular end use application, under the specific engineering controls 
available for their own particular purposes.  However, because of numerous factors affecting results, and the suitability of any such results, DSM 
NeoResins Inc. MAKES NO WARRANTY OF ANY KIND, EXPRESS OR IMPLIED, INCLUDING THOSE OF MERCHANTABILITY AND 
FITNESS FOR PURPOSE, other than the materials, if properly shipped, and stored will conform to such materials applicable current Standard 
Specifications.  Statements herein, therefore, should not be construed and are not representations or warranties.  The responsibility of DSM 
NeoResins Inc. for claims arising out of breach of warranty, negligence, strict liability, or otherwise is limited to the purchase price of material. 
 
Statements concerning the use of the products or formulations described herein are not to be construed as recommending the infringement of any 
patent and no liability for infringement arising out of any such use is assumed. 
 
Standard Specifications, although current at the time of publication, are subject to change without notice.  For latest Standard Specifications 
contact DSM NeoResins Inc. at 800-225-0947.  All sales of these products are subject to DSM NeoResins Inc. General Conditions of Sale. 


